CONSTRUCTION NOTES: NOTES: SCALE
(A)  EXISTING AT&T CONDUIT. CONTRACTOR SHALL COORDINATE WITH AT&T BEFORE CONSTRUCTION. (D) PROPOSED FIBER OPTIC CABLE IN CONDUIT, SM36F 2 0 25 S0 15 100 125
PLACE NEW CONDUIT AS CLOSE TO THE EXISTING R.0.W. AS POSSIBLE. @ PROPOSED FIBER OPTIC CABLE IN CONDUIT, SM144F FEET
(C)  CONTRACTOR SHALL COORDINATE WITH KANE COUNTY DIVISION OF TRANSPORTATION BEFORE CONSTRUCTION. (3) PROPOSED ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C N
@@ - w0 (@ TERMINATE FIBERS AT DISTRIBUTION ENCLOSURE IN CABINET
(3 SPLICE FIBERS DISTRIBUTION ENCLOSURE IN CABINET
(&) COIL FIBER OPTIC CABLE SLACK AND TRACER IN HANDHOLE
EXISTING TRAFFIC SIGNAL CABINET
SEE SHEET 9 FOR DETAILS
DRILL EXISTING HANDHOLE
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